
 

     
     

      
     

     
    

 

Volumetric is standard but by 
adding weigh scale option bags 
are filled by weight but still 
allowing volumetric if and as 
needed. PLC controlled and HMI 
giving access to all programmable 
features.

Made in the USA

Electric BaggerElectric BaggerElectric BaggerElectric Bagger

Model # 17021 

BOULDIN & LAWSON, LLC

P.O. Box 7177
McMinnville, TN 37111
Phone: 931-668-4090

Toll Free : 800-443-6398
Fax: 931-668-3209

E-mail: 
sales@bouldinlawson.com

www.bouldinlawson.com

Optional weigh scale bag 
chute
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A proud member of the 
BouldinCorp™ Family

Power 220V / single or three 
phase/ 50 or 60 Hz

Production Up to 18 bags per minute

Dimensions

Weight Approximately 1,400 lbs

Options

Bag carrying conveyor

Hot air sealer

Bag kicker

Bag flattening conveyor

Elevating platform

Palletizing carousel

Specifications

Operator foot switch 
leaves hands free for 

bag placement

119"L x 80"W x 118"H

Electric Bagger is designed to handle potting soils, coir, compost, chipped much, 
bark nuggets into an even flow for bagging. The electric drive system will allow you to 
fill as many as 18 bags a minute.
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